
Mix: 2 : 1 : 0.6-0.7
Hardeners: 
2860/ 2970/2880
Thinners: 2810/2820

1.150.xxxx
DURALIT EXTRA

MAXMEYER® Car Repair Process for Plastics
 

NEW PLASTICS

1.931.3660
PLASTICS CLEANER

Wash off thoroughly with clean 
water and dry.

PLASTIC ADHESION PROMOTER WET-ON-WET

Mix: 1 : 1
(with water)

CLEAN & SCUFF ANTI-STATIC WIPE

PREPARATION

www.maxmeyerplus.co.uk    T : +44 (0)1449 771 779    E : ukenquiries@ppg.com

NEW CAR PARTS SUPPLIED IN PRIMER Abrade gently with a grey 
scotch pad and wipe with 
Waterborne Pre-Cleaner 
(Anti-Static Wipe will remove 
many OE plastic primers)

BUMPER 

Eg. PP / TPO / PP-EPDM

WHEEL TRIM 

Eg. PA LEXAN

WING MIRROR 

Eg. ABS NORYL PC/PBT

SPOILER

Eg. PUR

GLASS REINFORCED SUBSTRATE

Eg. SMC
1:1

Mix

1.931.4000
ANTISTATIC AGENT

Anti-Static Agent.
Wipe on and wipe off.

Ready for use Ready for Use

✓
TDS

404V

UNDERCOAT

1.823.1500
1K 
PLASTIPRIMER

1.823.1500 or 
1.880.1600
1K 
PLASTIPRIMER

Ready for Use

✓

Ready for Use

✓

Ready for use

Ready for use
LEXAN does not 
require an 
adhesion promoter

1.841.8001 / 4 / 6
HP WET ON WET 
PRIMER

4:1:1.2

Mix TDS

253V
Mix: 4 : 1 : 1.2
Hardeners: 
4000/6000
Thinner: 4310

COLOUR CLEARCOAT

1 part colour
10-30% 9910

1:10-30%

Mix

1.500.xxxx
AQUAMAX®

BASECOAT

Mix: 2 : 1 : 0.6-0.7
Hardeners: 
2860/ 2970/2880
Thinners: 2810/2820

2:1:0.6-0.7

Mix TDS

350V

1.150.xxxx
UHS 
DURALIT® 
EXTRA 
DIRECT 
GLOSS

1.360.0300
HS CLEARCOAT

Mix: 2 : 1
Hardeners: 
2720/2730

2:1

Mix

REPAIR PLASTICS
PLASTIC ADHESION PROMOTER PRIMER SURFACER/FILLERCLEAN & SCUFF ANTI-STATIC WIPE

PREPARATION UNDERCOAT COLOUR CLEARCOAT

ALL CAR PARTS EXCEPT 

SENSITIVE PLASTICS

1.931.3660
PLASTICS CLEANER

Wash off thoroughly with clean 
water and dry.

Mix: 1 : 1
(with water)

1:1

Mix Ready for use Ready for Use

✓
TDS

404V

1.931.4000
ANTISTATIC AGENT

Anti-Static Agent.
Wipe on and wipe off.

1.823.1500 or 
1.880.1600
AEROSOL ADHESION 
PROMOTER FOR 
PLASTICS

Ready for Use

✓

OPTIONAL PHASE: Apply a Highbuild Primer 
Surfacer and flexibilise for build.

1.841.8700 / 800 / 900
MULTIGREY PRIMERS

Sand With P320. Sand With P400-500.
Wipe with Waterborne Pre-Cleaner.

4:1:0.4-0.6

Mix TDS

251V

Ready for use

Mix: 4 : 1 : 0.4-0.6
Hardener: 6000/8000
Thinner 4310

1 part colour
10-30% 9910

1:10-30%

Mix

1.500.xxxx
AQUAMAX  BASECOAT

1.360.0300
HS CLEARCOAT

Mix: 2 : 1
Hardeners: 
2720/2730

2:1

Mix
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2:1:0.6-0.7

Mix TDS

350V


